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ENVIRO RUST — Non Acid — Non Alkali Rust Remover

TECHNICAL DATA SHEET

BENEFITS

Non acid and non caustic rust remover
Available in liquid or gel
Biodegradable

Resists flash rusting

Can be used over and over

Quick acting rust dissolver
Breakthrough Chelant technology

GENERAL INFORMATION

Enviro Rust for dip applications (Use Enviro Rust liquid), Use for equipment, parts and
tools that can be dipped or immersed. Once material is used it can be poured into a
plastic container for re-use. (Label container)
Enviro Rust for vertical surface applications (Use Enviro Rust gel).

e Automotive (Brake calipers, chains, manifolds, car bodies, etc.

e Industrial, Marine, Military, Tractors and farm implements, Construction

e Also suitable for preparing metal for painting/coating to increase adhesion.
Can be diluted if required for more economy

TECHNICAL DATA

Enviro Rust Liquid Enviro Rust Gel

pH: 45-50 pH: 45-50
Viscosity:  Like water Viscosity:  Viscous
Colour: Yellow Colour: Orange
Odour: None Odour: None

Rust Remover is available in these sizes:

Enviro Rust liquid Enviro Rust gel
Part # 77701 1 litre bottle Part # 78701 1 litre bottle
Part# 77720 20 litre pail Part# 78720 20 litre pail
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